
Características

Technology: ONLINE Double Conversion with IGBT and DSP Waveform: Pure Sine
Microprocessor-based design with high reliability and versatility Integrated capabilities for
connection with other units in parallel Horizontal or Vertical installation. LCD screen
Communication ports USB, RS232, SNMP Smart Port Supervision and management software.
Cold start and automatic reset Smart battery charger

Accesorios
ACC-RAIL-RK 
ACC-SNMP06 
XBAT-OPT-RT03K-72V-UL 

https://www.ibdglobal.com/shop/product/sai-optima-rt9w-3k-sai-on-line-doble-conversion-mono-3kva-230v-pf0-9-3-schuko-

dc3k-torre-rack-3043

SAI-OPTIMA-RT9W-3K
SAI ON Line Doble Conversión Mono 3KVA 230V PF0.9 3 Schuko
DC3K Torre/Rack

 

SMART TECH IBD GLOBAL SOLUTIONS, SL - V.A.T.: B63904445 - R.M. de Barcelona: Volumen 37766, Folio 143, Hoja B-

311665

https://www.ibdglobal.com/shop/product/acc-rail-rk-guia-montaje-ajustable-sai-rack-4713
https://www.ibdglobal.com/shop/product/acc-snmp06-net-card-para-comunicarse-con-el-sai-ups-por-ethernet-3717
https://www.ibdglobal.com/shop/product/xbat-opt-rt03k-72v-ul-xbat-baterias-externas-para-sai-optima-rt9w-3k-72vdc-18375
https://www.ibdglobal.com/shop/product/sai-optima-rt9w-3k-sai-on-line-doble-conversion-mono-3kva-230v-pf0-9-3-schuko-dc3k-torre-rack-3043
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