
CaracterísticasCaracterísticas

- Protocolo RS485/Wiegand34.
- Soporta lectura tarjeta Mifare.
- Soporta lectura tarjeta y contraseña.
- Dispone de zumbador e indicadores LED azul, rojo y verde. Indicadores acústicos y visuales.
- Alarma anti sabotaje.
- Botones totalmente metálicos con retroiluminación azul.
- Montaje en superficie.
- Dimensiones y peso: 110x85x26mm / 0.5Kg
*Requiere controladora Dahua.

Productos AlternativosProductos Alternativos
ASF500A 
ASF500B 
ASF905 
ASF908 

AccesoriosAccesorios
BV 

https://www.ibdglobal.com/shop/product/asr1101m-v1-lector-proximidad-mifare-rs485-wiegand-ik08-19000

ASR1101M-V1ASR1101M-V1
Lector Proximidad Mifare RS485/Wiegand IK08Lector Proximidad Mifare RS485/Wiegand IK08
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https://www.ibdglobal.com/shop/product/asf500a-cerradura-electromagnetica-de-una-sola-puerta-500-kg-anti-pull-monitorizada-14483
https://www.ibdglobal.com/shop/product/asf500b-cerradura-electromagnetica-doble-puerta-500-kg-anti-pull-monitorizada-15180
https://www.ibdglobal.com/shop/product/asf905-pulsador-de-salida-de-acero-inoxidable-8767
https://www.ibdglobal.com/shop/product/asf908-pulsador-de-salida-infrarrojo-7482
https://www.ibdglobal.com/shop/product/bv-tarjeta-de-proximidad-13-56mhz-mifare-iso-0-8mm-17824
https://www.ibdglobal.com/shop/product/asr1101m-v1-lector-proximidad-mifare-rs485-wiegand-ik08-19000
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